
















































































CAGED POND PUMPS

Ideal for fountains, waterfalls, and 
dirty water applications. 
 Shell surrounds pump to significantly reduce maintenance.

 Easy to open shells with locking clips.

 Vortex designed impeller for dirty water.

 Wide range of nozzles.

 Bottom of shell closed to 
 keep debris out.

 Diverter valve to operate two 
 different water features.

 Flow regulation.

 Easy grip handle.

Double screen,
anti-clog design

Vortex designed 
impeller

ADDITIONAL FEATURES FOUND 
ONLY ON MODELS 1004 & 1286

 Top or side discharge, ideal when 
 using an external filter. 

 Adjustable internal grid.

 Venturi oxygenation 
 device.
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Part#  Model Flow  Rate Watts Max Ht. Amps

R440456   304            303.8 GPH 20            6.56 Ft. 0.25

R440457 650 649.8 GPH 55 8.20 Ft. 1.0

R440458 1004 1003.8 GPH 75 8.53 Ft. 1.3

R440459 1268 1268 GPH 110 14.14 Ft. 2.3
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DIRTY WATER PUMP SERIES
MODEL 978
978 GPH

MODEL 1430
1430 GPH MODEL 2100

2100 GPH

MODEL 2780
2780 GPH

Model  Part #  Volts  Hz Watts Amps  Max. Ht. Flow Rate

978 R440467    120 V   60 Hz 43 W   0.64   9 Feet      978 GPH

1430 R440468    120 V   60 Hz 140 W   0.91   13 Feet     1430 GPH

2100 R440469    120 V   60 Hz 150 W   0.91   15 Feet     2100 GPH

2780* R440470    120 V   60 Hz 250 W   2.0   31 Feet     2780 GPH

*Model 2780 includes water detection technology... pump turns on/off  automatically.
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Submersible
Waterfall/Utility
Pumps
Designed for medium to large ponds
for dirty water. Create streams, 
waterfalls, or use in conjunction 
with external fi lters 
or skimmers. 
Features anti-clog 
system which allows 
pump to clean itself 
of debris up to 8mm 
thickness.

Double 
rotation 
impeller 

Clears debris 
up to 4 mm 
for Model 
978.

Clears debris up to 8 mm for
Models 1,430 / 2,100 / 2,780

LIFEGARD® UTILITY PUMP
Multi-Use Submersible Pump Designed to Move
Water or Drain to 1/8” or less
 3/4” threaded discharge fi ts standard hoses.
 Continuous duty oil-free design.
 Easy access handle.
 Completely submersible.
 Thermoplastic housing will not rust or corrode.
 Removable base for easy cleaning without tools.

Use to Drain Aquariums, Pools, Flooded Basements, Standing Water and to Feed Waterfalls and Fountains. 

Made in Italy

GPH 793
Volt 120
Hz 60
Watts 97
Amp 2.43
Ht. Ft. 10.2
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UTILITY PUMPS
SMART PUMP 900 GPH  
R172720

Totally versatile. For use in
ponds, pools, boats, spas,
basements and shallow
fl ooded areas.

Checks for water every
few minutes. Will not
run without water.

Includes 10’ Cord. 
1/6 HP.   5/8” GHT.

UTILITY PUMP 1200 GPH  
R172730

Removes standing water down to 1/8”.
Lifts to 20’. Manual operation.

1/6 HP.   5/8” GHT.
Simple Operation for both:

1.  Connect to standard
  5/8” x 25’ garden hose.

2.  Place pump in water.

3.  While satnding on dry ground
     plug into grounded outlet.
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POND MAINTENANCE

Pond Leaf Eater
Works with garden hose to remove 
large debris and leaves from ponds and 
fountains. Includes standard mesh bag, 
snap-adapt handle, and brushes for 
smooth surfaces and wheels for hard 

bottoms. 3’ and 5’ large capacity bags 

are also available.   

R211044

Pond Mini-Vac
For use with garden hose or 11/4’/11/2’ 
vacuum hose. Includes debris bag and  
hose adapter. Has brush attachment 
for fiberglass, vinyl or smooth surfaces 
and nozzle/wheel attachment for rough 
surfaces. 
Snap-adapt 
handle fits 
any pole.   

R201144

Pond E-Z 
Read Combo 
Sink or Float
Thermometer
ABS construction with 

shatterproof magnifying 

lens. Includes snap on/off 

floatation top and 36” 

rope leash with anchor 

plate, °F or °C scales.

R440016

Pond 
Thermometer
ABS molded tube case 

thermometer has sealed 

in blown glass tube with 

°F or °C scales and 

polyethylene rope. 

R440015
Poles 
2 Piece 

Telescopic Pole. 

Extends to 71/2’.  

R191066

PVC Pole 

11/4” x 6’  with 

pole cap.  

R191128

Pond Skimmer 
For removing surface debris with ease. Includes 

polyester screen molded into frame and snap-adapt 

handle to fit any pole.  R121166

Pond Brush
18” polished metal back and UV 

stabilized bristles. Fits standard poles.  

R500080

Pond Wet or 
Dry Air Pump 

Model 300 with 20’ cord.

Up to 90 gallons. Max depth 

40”, Air Flow 80 GPH.  

R440454

Pro-Pond Nets 
Replaceable frame with wear resistant 

deep net. Has snap-adapt handle and 

squeegee strip for 

scraping bottoms.  

R121230

Long Handle 
Skimmer 
Includes 4’ aluminum pole and 

magnet to remove metal 

debris.  R121186




